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Casement & Awning Window Hardware
Left/Right Identification for The Operators

OUTSWING WINDOWS
(VIEWED FROM OUTSIDE)

LEFT HAND OPERATOR
6-C2331-00-L-*

(use cover kit type A)

LEFT HAND OPERATOR
6-C2332-00-L-*

(use cover kit type B)

HALF REACHING WEDGE (A)
9-C0148-00-A-6

HALF REACHING WEDGE (B) 
9-C0148-00-B-6

RIGHT HAND OPERATOR
6-C2331-00-R-*

(use cover kit type B)

RIGHT HAND OPERATOR
6-C2332-00-R-*

(use cover kit type A)
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Casement & Awning Window Hardware
Window Casement System

Dyad Arm Casement Operator
Description Part Number

Operator 6-C2332-00-L/R-8 RIGHT HAND SHOWN

 112 

 227,40 

 30 

 126 
 108 
 76 

 44,6 

 16,25 

 44,50 
 76,00 

 107,90 
 125,20 

 6,33 
 19,13 

 8X 4,40 MIN THRU 
 6X 6,30 MIN 

 8X 8,09 MIN 

 0 
 16,80 

1,60
Gasket

Notes:
DRAWING NOT TO SCALE
REFER TO DIMENSIONS

REVISIONS
REV. DESCRIPTION DATE BY

- See sheet 1 - -
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Casement & Awning Window Hardware
Window Casement System

RIGHT HAND SHOWN

Dual Arm Casement Operator
Description Part Number

Operator 6-C2331-00-L/R-8

Track for Dual Arm Casement Operator
Description Part Number

Track 9-C2336-00-0-8

 112,1 

 226,8  255,6 

 114,7  53,5 

 131,8 

 131,8 

 15,0 

 44,50 
 76,0 

 107,90 
 125,20 

 6,33 
 19,13 

 8X 4,4 MIN THRU 
 6X 6,3 MIN 

 8X 8,1 MIN 

 30,4 

 0 

 16,80 

1,6
Gasket
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27.7 27.7
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5.28
[134.00mm]

0.47
 [12.00mm]

1.97
 [50.11mm]

3.49
[88.54mm]

3.81
[96.78mm]

1.49
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LEFT HAND SHOWN

RIGHT HAND SHOWN

Stud Bracket for Casement Operator

Fenix Classic Cover & Fold-in Handle Kit

Description Part Number

Bracket 6-C2637-00-L/R-2

Description Part Number

Kit type A 6-C2345-00-A-*

Kit type B 6-C2345-00-B-*

13.0mm13.0mm
0.510.51

134.7mm134.7mm

5.305.30 5.305.30

134.7mm134.7mm

52.0mm52.0mm
2.052.05

30.3mm30.3mm
1.201.20

99.1mm99.1mm
3.903.90
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Casement & Awning Window Hardware

FENIX EVO Removable Cover & Fold-in Handle kit
Description Part Number

Kit type A 6-C2350-00-A-*

Kit type B 6-C2350-00-B-*

Window Casement System

Bracket for Casement Operator
Description Part Number

90º Bracket 6-C2320-00-0-8

 49,10 

 12,70 CL

 45,50 

 9,40 

 2,30 

 52,60 
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manufacturing purposes. All dimensions 
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production
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Casement & Awning Window Hardware
Window Awning System

Scissor Arm Awning Operator

Track for Awning Operator

Description Part Number

Operator 6-C2340-00-0-8

Description Part Number

Track 9-C2335-00-0-8

 131,8 
 8,8 

 368,3 

Notes:
DRAWING NOT TO SCALE
REFER TO DIMENSIONS
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Non-Permanent 
thread locking
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Permanent 
thread locking

Symboles d'assemblage
Assembling symbols

Oil Grease
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Scissor Arm Awning operator
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Dimensions

Production - Assembly

Angles : 1°

Type of drawing 

Normes dessin / Drawing standard

ANSI / ASTM

Numéro projet / Project number

-

2020-10-28

 15,5 

 127,5  120,0  127,5  15,5 

 406,0 

A

 7,0 

Notes:
Insert slider first, then stamp both sides of the rail•
Product must pass minimum 200h salt spray test •
(Follow standard ANSI/BHMA A156.18)
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02
1

Casement & Awning Window Hardware
Window Casement Hinges

Snap-on 10" & 14" Adjustable Hinges

Hinge Accessories

Description Part Number

Arms for 10'' hinge 6-C2431-10-P-8 
Tracks for 10'' hinge 6-C2480-10-P-8

Arms for 14'' hinge 6-C2431-14-P-8 
Tracks for 14'' hinge 6-C2480-14-P-8

Description Part Number

13mm (1/2") wrench 9-C2452-20-0-1

#10 x 5/8" (16mm) screws 9-C9681-1M-0-8

127

178

10" HINGE

14" HINGE

12,7

200,0
2,3
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Casement & Awning Window Hardware
Locking Handles

Fenix Evo Cover & Handle Kit
Description Part Number

Locking handle 6-C2350-00-0-*
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Locking Handle Accessories
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Fixing bracket 9-C2720-04-0-0

#8 x 1/2'' (12mm) screws 9-C2451-2C-0-1 
(long)
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Casement & Awning Window Hardware

Fenix Evo Cover & Handle Kit

Locking Handles

Multipoint Locking Handle
Description Part Number

Locking handle 6-C7010-35-0-*
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Casement & Awning Window Hardware
Locking Handles

Single Point Locking Handle
Description Part Number

Locking handle 6-C6470-00-0-*

CUT OUT

OPENED  
STOP POINT

Single Point Locking Handle
Description Part Number

Locking handle 6-C7011-00-0-*
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Casement & Awning Window Hardware

Single Point Locking Handle

Series 6-C2700 Multipoint Locking Bars

AD
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ST
M
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T

±
1,

0 
m

m
 (±

.0
4”

)

    Sizes                Locking cam positions
 Code A B  C D
 180 100 - - 100 
 380 100 - - 300 
 500 100 - - 420 
 600 100 - - 520 
 700 100 - - 620 
 800 100 - - 720 
 900 100 - - 820 
 1000 100 475 - 920 
 1100 100 525 - 1020 
 1200 100 575 - 1120 
 1300 100 625 - 1220 
 1400 100 675 - 1320 
 1500 100 725 - 1420 
 1600 100 526 1023 1520 
 1700 100 560 1090 1620 
 1800 100 594 1157 1720 
 1900 100 626 1223 1820 
 2000 100 660 1290 1920  
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Locking Bars with 8mm Cams
Dim. (mm) Dim. (in) Part Number

180 7 6-C2700-02-0-0

380 15 6-C2700-04-0-0 
500 20 6-C2700-05-0-0 
600 24 6-C2700-06-0-0 
700 28 6-C2700-07-0-0 
800 32 6-C2700-08-0-0 
900 36 6-C2700-09-0-0

1000 40 6-C2700-10-0-0 
1100 43 6-C2700-11-0-0 
1200 47 6-C2700-12-0-0 
1300 51 6-C2700-13-0-0 
1400 55 6-C2700-14-0-0 
1500 59 6-C2700-15-0-0

1600 63 6-C2700-16-0-0 
1700 67 6-C2700-17-0-0 
1800 71 6-C2700-18-0-0 
1900 75 6-C2700-19-0-0 
2000 79 6-C2700-20-0-0 
Only available on special request
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Casement & Awning Window Hardware
Multipoint Keepers

BASE 0 : 9-C2423-00-0-7

POSITION 1
BASE 2 : 9-C2423-21-0-7
BASE 3 : 9-C2423-31-0-7
BASE 4 : 9-C2423-41-0-7

POSITION 2
BASE 2 : 9-C2423-22-0-7
BASE 3 : 9-C2423-32-0-7
BASE 4 : 9-C2423-42-0-7

POSITION 3
BASE 2 : 9-C2423-23-0-7
BASE 3 : 9-C2423-33-0-7
BASE 4 : 9-C2423-43-0-7

POSITION 4
BASE 2 : 9-C2423-24-0-7
BASE 3 : 9-C2423-34-0-7
BASE 4 : 9-C2423-44-0-7

POSITION 5
BASE 2 : 9-C2423-25-0-7
BASE 3 : 9-C2423-35-0-7
BASE 4 : 9-C2423-45-0-7

POSITION 6
BASE 2 : 9-C2423-26-0-7
BASE 3 : 9-C2423-36-0-7
BASE 4 : 9-C2423-46-0-7

POSITION 7
BASE 2 : 9-C2423-27-0-7
BASE 3 : 9-C2423-37-0-7
BASE 4 : 9-C2423-47-0-7

POSITION 8
BASE 2 : 9-C2423-28-0-7
BASE 3 : 9-C2423-38-0-7
BASE 4 : 9-C2423-48-0-7

Keepers 11 - 13 - 14 and 15mm
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Casement & Awning Window Hardware
Multipoint Keepers

27,0

52,0

3,5

10,0

1,5

12,0
17,9

34,5Ø

8,54,5
7,0

4,5Ø
7,5Ø

27,0

20,5
2,0 8,5

6,5
1,53,5

7,0

19,5

8,0

12,0

5,0

3,0

Keepers 8 - 10 and 12mm

Keepers 9,5mm

Description Part Number

Keeper with base 0mm 9-C2420-00-0-7

Keeper with base 2mm 9-C2420-02-0-7

Keeper with base 4mm 9-C2420-04-0-7

Description Part Number

Keeper 9-C2311-00-0-0



Window technologie
Technical safety

Edition 05.202202 T.1.20 * information in this document can be modified without notice

Casement & Awning Window Hardware
Single Point Keepers

Keeper
Description Part Number

Keeper 9-C2725-00-0-2

CALE: 112,5 
GÂCHE: 107,0 à 110,0 

15,0

9,
0

9,
0

9,
0

15,0

15,0

15,0

2,0

4,8

3,5

8,0

11,0

11,0

11,0

12,5

12,5

12,5

17,0

 ±48,0

17,014,5

17,5

2
0

,0

2
1

,5

17,5 17,5

9,5 11,0

AVEC CALES 1,5mm ET 3,0mm

 ±48,0

12
,5

14
,0

18
,5

1
7

,0

17,5 17,5
6,55,0

AVEC CALES 1,5mm ET 3,0mm

15
,5

64,8 15,5

SHIM: 112,5

WITH 1,5 mm AND 3,0 mm SHIMS

WITH 1,5 mm AND 3,0 mm SHIMS

KEEPERS: 107,0 TO 110,0

Keepers
Description Part Number

Keeper 2mm height 9-C2440-02-0-8

Keeper 3,5mm height 9-C2440-03-0-1

Keeper 5mm height 6-C2440-05-0-1 
(with nylon shim)

Keeper 6,5mm height 6-C2440-06-0-1 
(with nylon shim)

Keeper 8mm height 9-C2440-08-0-1

Keeper 9,5mm height 6-C2440-09-0-1 
(with nylon shim)

Keeper 11mm height 6-C2440-11-0-1 
(with nylon shim)
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Casement & Awning Window Hardware

Keepers

Snubbers

38,4

1,5
16,0

6,5

6,5 25,4 6,5

16,0

16,0 19,4
Ø 5,65

Ø 8,25

66,74°

SASH

FRAME

SASH

Max. 20 mm

FRAME

Snubber

Snubber (exterior)

Description Part Number

Snubber 9-C9202-09-0-*

Description Part Number

Snubber 9-C2723-00-0-7

OPTION 1

OPTION 2

↓↑
Center 
Distance 
Max 
4,5mm

↓↑

↓

↑

Center distance 
Max 7,9mm

Center distance 
Max 17,7mm

*Center distance to be validated according to the profile

*Center distance to be validated according to the profile
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Casement & Awning Window Hardware

 85,50 
 65,00 

 8,75 

 2x 4,75 

 9,38 

 18,00 

 12,75  8,00 
 8,00 

 2,80 

 34,00 

 118,63° 

 2,50 

 2x 6,00 

 1,25 

 26,00 

 6,00 

 7,50  10,65 

 38,00 

 19,50 

 18,00 

 7,00 

EE

G

G

H

COUPE E-E

Center distance 
Max 1,1mm

COUPE G-G DÉTAIL H
ECHELLE 2 : 1

C:\Ferco Vault 2019\TECH SUPPORT\DT-TR-21-082 - Snubber Assembly review + Doc Technique update - Auroral (Yves)\

Numéro projet / Project number

ANSI / ASTM
Normes dessin / Drawing standard

Type of drawing 

Angle 1° Production

Notes : 

Briser les coins vifs / 
Break all sharp edges

3.2

X.       : 1 mm
X.X    : 0.5 mm
X.XX : 0.15 mm

État de surface / 
surface finish

Dimensions
APPLICABLE TOLERANCES APPLICABLES

FERRURES DE BÂTIMENT INC. / ARCHITECTURAL HARDWARE INC.
2000 rue BERLIER, LAVAL, Qc H7L 4S4
TEL. : (450) 973-1437 FAX : (450) 973-7661    1-800-355-8810

LES INFORMATIONS CONTENUES DANS CE DESSIN SONT CONFIDENTIELLES ET SONT 
LA PROPRIÉTÉ EXCLUSIVE DE "FERCO FERRURES DE BÂTIMENT INC.". AUCUNE 
REPRODUCTION, UTILISATION, DISTRIBUTION OU VENTE À UN TIERS N'EST AUTORISÉE 
SANS LE CONSENTEMENT ÉCRIT DE "FERCO FERRURES DE BÂTIMENT INC."

THE INFORMATION CONTAINED IN THIS DRAWING IS CONFIDENTIAL AND IS THE 
EXCLUSIVE PROPERTY OF "FERCO ARCHITECTURAL HARDWARE INC.". ANY 
REPRODUCTION, USE, DISTRIBUTION OR SALE TO A THIRD PARTY IS NOT AUTHORIZED 
WITHOUT THE WRITTEN CONSENT OF "FERCO ARCHITECTURAL HARDWARE INC.".

H.K.

Fenêtre compléte-

[in] mmB

FW 24x36 Generic Casement window

PageUnitFormatÉch. / Sc.

Date : (DD/MM/YYYY)Dessiné par / Drawing by : Third angle projection

Fini / Finish

Matériau / Material

Description

Rev.Numéro de pièce / Part number

1:1 1 of 1

-

Adjustable Snubber
Description Part Number

Snubber 6-C9207-00-0-1

FRAME

SASH

 85,50 
 65,00 

 8,75 

 2x 4,75 

 9,38 

 18,00 

 12,75  8,00 
 8,00 

 2,80 

 34,00 

 118,63° 

 2,50 

 2x 6,00 

 1,25 

 26,00 

 6,00 

 7,50  10,65 

 38,00 

 19,50 

 18,00 

 7,00 

EE

G

G

COUPE E-E

Center distance 
Max 1,1mm

COUPE G-G

C:\Ferco Vault 2019\TECH SUPPORT\DT-TR-21-082 - Snubber Assembly review + Doc Technique update - Auroral (Yves)\

Numéro projet / Project number

ANSI / ASTM
Normes dessin / Drawing standard

Type of drawing 

Angle 1° Production

Notes : 

Briser les coins vifs / 
Break all sharp edges

3.2

X.       : 1 mm
X.X    : 0.5 mm
X.XX : 0.15 mm

État de surface / 
surface finish

Dimensions
APPLICABLE TOLERANCES APPLICABLES

FERRURES DE BÂTIMENT INC. / ARCHITECTURAL HARDWARE INC.
2000 rue BERLIER, LAVAL, Qc H7L 4S4
TEL. : (450) 973-1437 FAX : (450) 973-7661    1-800-355-8810

LES INFORMATIONS CONTENUES DANS CE DESSIN SONT CONFIDENTIELLES ET SONT 
LA PROPRIÉTÉ EXCLUSIVE DE "FERCO FERRURES DE BÂTIMENT INC.". AUCUNE 
REPRODUCTION, UTILISATION, DISTRIBUTION OU VENTE À UN TIERS N'EST AUTORISÉE 
SANS LE CONSENTEMENT ÉCRIT DE "FERCO FERRURES DE BÂTIMENT INC."

THE INFORMATION CONTAINED IN THIS DRAWING IS CONFIDENTIAL AND IS THE 
EXCLUSIVE PROPERTY OF "FERCO ARCHITECTURAL HARDWARE INC.". ANY 
REPRODUCTION, USE, DISTRIBUTION OR SALE TO A THIRD PARTY IS NOT AUTHORIZED 
WITHOUT THE WRITTEN CONSENT OF "FERCO ARCHITECTURAL HARDWARE INC.".

H.K.

Fenêtre compléte-

[in] mmB

FW 24x36 Generic Casement window

PageUnitFormatÉch. / Sc.

Date : (DD/MM/YYYY)Dessiné par / Drawing by : Third angle projection

Fini / Finish

Matériau / Material

Description

Rev.Numéro de pièce / Part number

1:1 1 of 1

-

 85,50 
 65,00 

 8,75 

 2x 4,75 

 9,38 

 18,00 

 12,75  8,00 
 8,00 

 2,80 

 34,00 

 118,63° 

 2,50 

 2x 6,00 

 1,25 

 26,00 

 6,00 

 7,50  10,65 

 38,00 

 19,50 

 18,00 

 7,00 

EE

G

G

COUPE E-E

Center distance 
Max 1,1mm

COUPE G-G

C:\Ferco Vault 2019\TECH SUPPORT\DT-TR-21-082 - Snubber Assembly review + Doc Technique update - Auroral (Yves)\

Numéro projet / Project number

ANSI / ASTM
Normes dessin / Drawing standard

Type of drawing 

Angle 1° Production

Notes : 

Briser les coins vifs / 
Break all sharp edges

3.2

X.       : 1 mm
X.X    : 0.5 mm
X.XX : 0.15 mm

État de surface / 
surface finish

Dimensions
APPLICABLE TOLERANCES APPLICABLES

FERRURES DE BÂTIMENT INC. / ARCHITECTURAL HARDWARE INC.
2000 rue BERLIER, LAVAL, Qc H7L 4S4
TEL. : (450) 973-1437 FAX : (450) 973-7661    1-800-355-8810

LES INFORMATIONS CONTENUES DANS CE DESSIN SONT CONFIDENTIELLES ET SONT 
LA PROPRIÉTÉ EXCLUSIVE DE "FERCO FERRURES DE BÂTIMENT INC.". AUCUNE 
REPRODUCTION, UTILISATION, DISTRIBUTION OU VENTE À UN TIERS N'EST AUTORISÉE 
SANS LE CONSENTEMENT ÉCRIT DE "FERCO FERRURES DE BÂTIMENT INC."

THE INFORMATION CONTAINED IN THIS DRAWING IS CONFIDENTIAL AND IS THE 
EXCLUSIVE PROPERTY OF "FERCO ARCHITECTURAL HARDWARE INC.". ANY 
REPRODUCTION, USE, DISTRIBUTION OR SALE TO A THIRD PARTY IS NOT AUTHORIZED 
WITHOUT THE WRITTEN CONSENT OF "FERCO ARCHITECTURAL HARDWARE INC.".

H.K.

Fenêtre compléte-

[in] mmB

FW 24x36 Generic Casement window

PageUnitFormatÉch. / Sc.

Date : (DD/MM/YYYY)Dessiné par / Drawing by : Third angle projection

Fini / Finish

Matériau / Material

Description

Rev.Numéro de pièce / Part number

1:1 1 of 1

-

 85,50 
 65,00 

 8,75 

 2x 4,75 

 9,38 

 18,00 

 12,75  8,00 
 8,00 

 2,80 

 34,00 

 118,63° 

 2,50 

 2x 6,00 

 1,25 

 26,00 

 6,00 

 7,50  10,65 

 38,00 

 19,50 

 18,00 

 7,00 

EE

G

G

COUPE E-E

Center distance 
Max 1,1mm

COUPE G-G

C:\Ferco Vault 2019\TECH SUPPORT\DT-TR-21-082 - Snubber Assembly review + Doc Technique update - Auroral (Yves)\

Numéro projet / Project number

ANSI / ASTM
Normes dessin / Drawing standard

Type of drawing 

Angle 1° Production

Notes : 

Briser les coins vifs / 
Break all sharp edges

3.2

X.       : 1 mm
X.X    : 0.5 mm
X.XX : 0.15 mm

État de surface / 
surface finish

Dimensions
APPLICABLE TOLERANCES APPLICABLES

FERRURES DE BÂTIMENT INC. / ARCHITECTURAL HARDWARE INC.
2000 rue BERLIER, LAVAL, Qc H7L 4S4
TEL. : (450) 973-1437 FAX : (450) 973-7661    1-800-355-8810

LES INFORMATIONS CONTENUES DANS CE DESSIN SONT CONFIDENTIELLES ET SONT 
LA PROPRIÉTÉ EXCLUSIVE DE "FERCO FERRURES DE BÂTIMENT INC.". AUCUNE 
REPRODUCTION, UTILISATION, DISTRIBUTION OU VENTE À UN TIERS N'EST AUTORISÉE 
SANS LE CONSENTEMENT ÉCRIT DE "FERCO FERRURES DE BÂTIMENT INC."

THE INFORMATION CONTAINED IN THIS DRAWING IS CONFIDENTIAL AND IS THE 
EXCLUSIVE PROPERTY OF "FERCO ARCHITECTURAL HARDWARE INC.". ANY 
REPRODUCTION, USE, DISTRIBUTION OR SALE TO A THIRD PARTY IS NOT AUTHORIZED 
WITHOUT THE WRITTEN CONSENT OF "FERCO ARCHITECTURAL HARDWARE INC.".

H.K.

Fenêtre compléte-

[in] mmB

FW 24x36 Generic Casement window

PageUnitFormatÉch. / Sc.

Date : (DD/MM/YYYY)Dessiné par / Drawing by : Third angle projection

Fini / Finish

Matériau / Material

Description

Rev.Numéro de pièce / Part number

1:1 1 of 1

-

 85,50 
 65,00 

 8,75 

 2x 4,75 

 9,38 

 18,00 

 12,75  8,00 
 8,00 

 2,80 

 34,00 

 118,63° 

 2,50 

 2x 6,00 

 1,25 

 26,00 

 6,00 

 7,50  10,65 

 38,00 

 19,50 

 18,00 

 7,00 

EE

G

G

COUPE E-E

Center distance 
Max 1,1mm

COUPE G-G

C:\Ferco Vault 2019\TECH SUPPORT\DT-TR-21-082 - Snubber Assembly review + Doc Technique update - Auroral (Yves)\

Numéro projet / Project number

ANSI / ASTM
Normes dessin / Drawing standard

Type of drawing 

Angle 1° Production

Notes : 

Briser les coins vifs / 
Break all sharp edges

3.2

X.       : 1 mm
X.X    : 0.5 mm
X.XX : 0.15 mm

État de surface / 
surface finish

Dimensions
APPLICABLE TOLERANCES APPLICABLES

FERRURES DE BÂTIMENT INC. / ARCHITECTURAL HARDWARE INC.
2000 rue BERLIER, LAVAL, Qc H7L 4S4
TEL. : (450) 973-1437 FAX : (450) 973-7661    1-800-355-8810

LES INFORMATIONS CONTENUES DANS CE DESSIN SONT CONFIDENTIELLES ET SONT 
LA PROPRIÉTÉ EXCLUSIVE DE "FERCO FERRURES DE BÂTIMENT INC.". AUCUNE 
REPRODUCTION, UTILISATION, DISTRIBUTION OU VENTE À UN TIERS N'EST AUTORISÉE 
SANS LE CONSENTEMENT ÉCRIT DE "FERCO FERRURES DE BÂTIMENT INC."

THE INFORMATION CONTAINED IN THIS DRAWING IS CONFIDENTIAL AND IS THE 
EXCLUSIVE PROPERTY OF "FERCO ARCHITECTURAL HARDWARE INC.". ANY 
REPRODUCTION, USE, DISTRIBUTION OR SALE TO A THIRD PARTY IS NOT AUTHORIZED 
WITHOUT THE WRITTEN CONSENT OF "FERCO ARCHITECTURAL HARDWARE INC.".

H.K.

Fenêtre compléte-

[in] mmB

FW 24x36 Generic Casement window

PageUnitFormatÉch. / Sc.

Date : (DD/MM/YYYY)Dessiné par / Drawing by : Third angle projection

Fini / Finish

Matériau / Material

Description

Rev.Numéro de pièce / Part number

1:1 1 of 1

-

Snubbers

¹  +/- 0.42mm compression adjustement

1

² +/- 0.50mm compression adjustement

²



Door Multipoint Locking System
Solid brass handle & 45mm plate series 
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Casement & Awning Window Hardware
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Door Multipoint Locking System
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Casement & Awning Window Hardware

QUÉBEC / MARITIMES
Ferco Ferrures de Bâtiment Inc. 
2000, Rue Berlier
Laval, QC H7L 4S4
Canada 

T 450 973-1437
1 800 355-8810
F 450 973-7661
ferco@ferco.ca

www.ferco.ca

ONTARIO / WESTERN PROVINCES
Ferco Architectural Hardware Inc.
T 905 282-9588
1 800 668-5310
F 905 282-9915

UNITED STATES
Ferco Architectural Hardware Inc.
T 1 800 927-1097
F 1 888 454-0161
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